
FOR SERVICE TECHNICIAN’S USE ONLY

W11568131A ©2021 All rights reserved.

Wiring Diagram Do Not Remove Or Destroy

W11568131A
NOTE: This sheet contains important Technical Service Data.

FOR SERVICE TECHNICIAN ONLY 
DO NOT REMOVE OR DESTROY

09/21

Oven Control Wiring Diagram
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AM  - APPLIANCE MANAGER
E1   - UPPER HEATING ELEMENT
F1   - ROUND HEATING ELEMENT
H1   - LOWER HEATING ELEMENT
L1   - RIGHT LAMP
L2   - LEFT LAMP 
M1  - CAVITY FAN
M2   - COOLING FAN 
MB  - DOOR MOTOR 
S     - ELECTRONIC SENSOR
SW  - DOOR SWITCH
W    - MAIN TERMINAL BLOCK
X9   - UPPER HEATING EARTHING
X11 - EARTHING LATERAL LAMP 
J2    - EARTHING MEAT PROBE INTERFACE
Y3   - THERMOLIMETER 
FL   - EMI FILTER
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Schéma de câblage du module de commande du four
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AM  –   GESTIONNAIRE DE L’APPAREIL
E1   –   ÉLÉMENT CHAUFFANT SUPÉRIEUR
F1    –   ÉLÉMENT CHAUFFANT ROND
H1   –   ÉLÉMENT CHAUFFANT INFÉRIEUR

M2   –   VENTILATEUR DE REFROIDISSEMENT

L1    –   LAMPE GAUCHE
L2    –   LAMPE DROITE
M1   –   VENTILATEUR DE CAVITÉ

MB  –   MOTEUR DE PORTE
S     –   CAPTEUR ÉLECTRONIQUE

W    –   BORNIER PRINCIPAL
SW  –   CONTACTEUR PORTE

X9   –   MISE À LA TERRE DU CHAUFFAGE SUPÉRIEUR
X11 –   LAMPE LATÉRALE DE MISE À LA TERRE

Y3   –   THERMOMÈTRE
J2    –   INTERFACE DE LA SONDE THERMOMÉTRIQUE DE MISE À LA TERRE

FL   –   FILTRE EMI
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